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VTConsulting

VTConsulting is a service company associated to 
Peruvian foundries that have experience in the alloy 
castings production and replacement parts for 
different industries like: Mining, Cement, Aggregate, 
Construction, Paper Mill .

ABOUT  US 

We are a service company representing quali�ed 
Peruvian Iron and steel  foundries, machining and 
fabrication shops that produce value aggregate 
goods under international norms ISO, ASTM, 

AISI/SAE, DIN for export to the north America 
market.

With 40+ years of experience in the foundry industry 
and castings sales in the North America market, 
VTConsulting includes in the sale, service of 
monitoring the manufacture, quality control and 
expediting the process to accomplish the delivery 
dates providing aggregate value to the purchase 
orders.

Metallurgical consulting and technical advise in the 
industrial application of alloy castings is also the 
commitment of VTConsulting with our customers.

MISSION 

Promote the export to the north America market of 
high quality value aggregate alloy castings fabricated 
by Peruvian foundries and machining  shops.  

VISION

Be considered an important link in the commercial 
and technical development of Peruvian foundries and 
machining shops to be recognized as a valuable 
export offer in the international market.  



Castings and Machined Parts

TRUNNION MILL HEAD GEAR WHEELS

HUB BEARING RETAINERS CONES

LINERS HAMMERS COOLING GRATE

VALVE GATES  INTAKE CHAMBER IMPELLER 



VTConsulting
Juan de Rada 159, Surco

Lima 33, Perú
Ph: (511) 2711760

Cell: 981 056 283
email: victortorres@vtconsulting.co

Associated peruvian foundries:

MATERIAL ASTM AISI/SAE CONDITION                APLICATIONS

CARBON ALLOY STEELS A 27 Gr.70 - 40 Low and mid carbon weldable steel castings under a high tensile strength condition 
A 148 Gr.80 - 50 with low hardness used for structural parts such as main frames, mill heads, pinions
A 148 Gr.105 - 85 Normalized valve cases, piston rings, pressure vessels, etc.

AISI  4140 Tempered
AISI 4340

MANGANESE STEELS A 128 B Water Castings of austenitic microstructure,working under high impact and wear abrasion
A 128 C Quenched conditions used in bowls, mantles, hammers, jaw crushers, anvils, blow bars, etc
A 128 E 

CHROME MOLIBDENUM A 148 Gr. 120 - 140 Normalized Castings of fine pearlite microstructure,under high impact and wear abrasion condition
STEELS A 148 Gr. 160 - 180 Tempered used for SAG, Ball mill liners, grates,Nikel alloyed used for pinions,points,edges,adapters.

STAINLESS STEELS SAE 304 Quenched Castings  under a high corrosion condition used in the chemical industry.
AISI 316 Annealed Castings of martensitic microstructure of high mechanical strength and wear abrasion
AISI 314 Hardened condition used for shafts, shells, pelton wheel parts, rings,etc.

HEAT RESISTANT STEELS A 297 Gr. HH Castings resistant to high temperature in oxidizing,sulphur atmospheres condition, used  
A 297 Gr. HK As Cast for burners,cooler grates,heat treating chains,ducts,water vapor jackets,tubes,etc.
A 297 Gr. HF 

HIGH CHROME  A 532 IB Castings of martensitic and chrome carbides microstructure, under extreme wear   
WHITE IRON A 532 IIB Hardened abrasion, corrosion and moderate impact conditions, used for pump shells, impellers, 

A 532 IIIA Tempered blow bars, regrind mill liners, etc.

GREY IRON A 48 Gr.20 S Castings of flake graphite carbon under vibration, thermal shock condition used for brake 
A 48 Gr.40 S As Cast discs, pump shells, flying wheels, pulleys, brake drums, sugar cane shells, couplings, etc.

NODULAR IRON A 536 Gr.60-40-18 As cast Castings of nodular graphite carbon of ferrite and pearlite microstructure under corrosion
A 536 Gr.65-45-12 Hardened impact, high pressure and temperature conditions, used for ingot molds,valves,shells,etc.
A 536 Gr.80-55-06 Tempered Castings with martensitic microstructure under high mechanical strength condition.  

BRONZE SAE 40 Castings lubricated with high loads such as gear drives,bushings, recommended for  cas
SAE 62 As Cast tings whith poor lubrication, Bronze of high strength and hardness used for gear drive 
SAE 65 endless screws, valve guides, propellers, etc.

TECHNICAL    SPECIFICATIONS
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