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Welcome visitors to CHENGXI !
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ANHUI CHENGXI GROUP

Basic information

Registration: Year 2002
Head count: 263
Land area:42,000 m2

Productivity: 60K Tons / Year Casting balls
60K Tons/Year Forged balls

® Product catalogue: Casting /forged balls & Cylpebs
with customerized Cr % and Bucket teeth.

® Product applications: Mine, Cement,Powertrain

® System certifications: ISO 9001.: 2015
ISO 14001 2015
OHSAS 18001: 2007
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ANHUI CHENGXI GROUP

Chengxi : Product portfolio (Highlights)

Main Products

» Grinding balls: ®10-150mm
» Grinding cylpebs: 8*10~40*45mm
» Bucket teeth

Highlights

Major grinding media manufacturer with
monthly capacity 5K tons

Industry advanced auto-production
lines(quenching and tempering machines)

Innovative R&D design

Strict quality management system
Short lead time

Flexible customer service

Global sales network
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ANHUI CHENGXI GROUP
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ANHUI CHENGXI GROUP

Chengxi : Hot Rolled Grinding balls

Technical specifications

e Size: $20-80mm

» Surface hardness: 60-66HRC
» Breakage: <1%

» Impact toughness :23.5J/CM?
e Drop times: >10,000

» Chemical Composition:

B2 material (20~80mm):
C:0.72~0.86,Si:0.15~0.37,Mn:0.7~0.8,Cr:0.2~0.6, S
& P:0.035Max.Cu:0.25Max.Ni:0.25max.

Highlights

o Packing: 1T bag or 0.82-0.92T per drum
o Service: OEM available

» Features: smooth surface, high hardness, low
wear, good toughness, less broken
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ANHUI CHENGXI GROUP

Chengxi : Forged Grinding balls

Technical specifications

» Size: Hot Rolled: 20mm-80mm ( %4-3.5 Inch)
Forged Ball :90mm-125mm (3.5-5 Inch)

» Surface hardness: 58-66HRC

» Breakage: 1%

» Impact toughness :23.5J/CM?

e Drop times: >10,000

» B3 Material Chemical Composition:

C:0.58~0.66,Si:1.3~1.9,Mn:0.4~0.8,Cr:0.7~0.9%, S
& P:0.035Max. Cu:0.25Max.Ni:0.25max.

Highlights

o Packing: 1T bag or 0.82-0.92T per drum
o Service: OEM available

» Features: smooth surface, high hardness, low
wear, good toughness, less broken
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ANHUI CHENGXI GROUP

Process Flow Chart- Hot Rolled Balls
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ANHUI CHENGXI GROUP

Process Flow Chart- Hot Forged Balls
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ANHUI CHENGXI GROUP

Chengxi : Lab ability & Inspections

Inspection

® Appearance and size

Microstructure

Spectrometer

®
®
® Chemical composition
® Hardness test

®

Drop impact test
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ANHUI CHENGXI GROUP

Key equipments & process

Monitor Infrared thermometer | Thermocouple in water

Computer control system Agitator to equal the water temperature
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ANHUI CHENGXI GROUP

Quality Control

Spectrometer

Grinding Machine
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Dropping Test
Machine

Metallography
Microscope

Polishing Machine
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ANHUI CHENGXI GROUP

Quality Control-Finished Products Inspection

Inspection items

Minimum falling 3000times
with height 6m

Specification (110-125 mm)
6 balls

items| Inspection items Inspection instruments Sample number Sart;nnpglleng
Rolled balls: 10 balls
1 Surface hardness Rockwell hardness tester Ra/rt;dorlrly
Forged balls: 5 balls atc
Rolled balls: 10 balls
2 Central hardness Rockwell hardness tester Rza/rt;doLnly
Forged balls: 5 balls atc
Minimum falling 6000times | Specification (40-75 mm)
with height 10m 10 balls
3 Dropping test Minimum falling 3500times | Specification (80-105 mm) |Randomly
with height 8m 6 balls / 500Tons
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ANHUI CHENGXI GROUP

Competitiveness

Hardness distribution of 3 inch balls

Normal Distribution

Frequency

60. 0 60. 2 60. 4 60. 6 60. 8 61.0 6l.2 6l.4 61.6
Hardness
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ANHUI CHENGXI GROUP

Chengxi : Chrome Casting Grinding balls

Technical specifications

» Technique: mould casting

e Size: ®10-150mm

» Surface hardness: 58-66HRC(High Cr)
» Breakage: <1%

» Impact toughness :23.5J/CM?

e Drop times: >10,000

» Chemical Composition:

C:2.0~3.5,Si:0.2~1.2,Mn:0.2~1.2,Cr:1~28%.S &
P:0.08Max.Mo:1.0Max.Ni:0.5max.

Highlights

o Packing: 1T bag or 0.82-0.92T per drum
o Service: OEM available

» Features: smooth surface, high hardness, low
wear, good toughness, less broken
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ANHUI CHENGXI GROUP
Casting Grinding Media Process Flow-Chart
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ANHUI CHENGXI GROUP

Key equipments & process
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ANHUI CHENGXI GROUP

Chengxi : bucket teeth

Technical specifications

» Technique: mould casting

» Size: Komatsa, Caierpillar, Daewoo, Hitachi,
Hyundai, Kobelco, Volvo.

According to client’s drawing.
o Surface hardness:48~55HRC

» Breakage: <0.5%
» Impact toughness :218J/CM?
» Heat treatment: quenching and tempering

Highlights

o Packing: Jumbo bag or wooden box.
o Service: OEM available

o Features: smooth surface, high hardness, low
wear, good toughness, less broken
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ANHUI CHENGXI GROUP

Cheng xi blue chip customers:

Christian Pfeiffer

GlencoreXstrata

\

[ RUSORD MINING
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ANHUI CHENGXI GROUP

Interestmg mformatlon (transportatlon)
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ANHUI CHENGXI GROUP

Simon CHEN General Manager

Tel: 0086-13655662207 (Whatsapp, wechat)
Email:ahchengxi@126.com. Simon.chen@ahchengxi.com

Address: No.1 Renmin Road, Economic & Technological Zone, Ningguo City, Anhui Province,
P.R.China ZIP Code: 242300

Thank you!!

Business introduction CHENGXI 2018 ©ANHUI CHENGXI GROUP
Anhui Ningguo Chengxi Wear-Resistant Material Co., Ltd.20


http://ww.a/

